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Polizam IsikPlastik

c € (EN 16153:2013+A1:2015)

1. Identification code of the product type /
Urdin tipi kimlik kodu:

POLICAM POLICARBONATE MULTIWALL SHEET

2. Type, batch or serial number or any other
element allowing identification of the PC MW -8 MM 2 WALL CLEAR
construction product/ Yapr malzemesinin tip,
parti veya seri numarasi ya da tanimlanmasini
saglayacak diger unsuriar:

3. Intended use or uses of the construction .
product, in accordance with the applicable Roof covering for buildings and Internal and external wall and ceiling
harmonised technical specification, as finishes

foreseen by the manufacturer/ Yap/
malzemesinin ilgili uyumlastirilmis teknik
sartnamesine gore imalatci tarafindan dngdoriilen
kullarim amaci veya amaglari

Yapilarda ¢ati kaplama ve ig, dis duvar ve tavan kaplamalarinda

4. Name and address of the manufacturer/ ISIK PLASTIK SAN. ve DIS. TIC. PAZ. A.S. Mustafapasa mabh.
Uretici Adi ve Adresi Ihsan Dede cad No:101 Gebze-KOCAELI / TURKIYE

5. Name and address of the authorized

representative / Yelkili Kisi Adl ve Adresi: Not relevant

6. System or systems of assessment and
verification of constancy of performance of
the construction product as set out in Annex
V | Yapr malzemesinin performansinin
dedgismezliginin dederfendiriimesi ve dogrulanmasi
sistem veya sistemleri: (Bu Yonetmelik Ek V de
belirtilen.) :

System 3




7. In case of the declaration of performance
concerning a construction product covered by
a harmonised standard /Uyumlastiriimis bir

standart kapsaminda olan bir yapi
malzemesine iliskin performans beyaninda:

0429/14/P-2020

CSl s.p — N.B 1390 issued under system 3 reports 1390-CPR-

1390 No.lu AB Onayli Kurulusu CSI tarafindan Sistem 3 kapsaminda
1390-CPR-0429/14/P-2020 No.lu raporu diizenlenmistir

8. In case of the declaration of performance
concerning a construction product for which a
European Technical Assessment (ETA) has
been issued

Not relevant

9. Declarated Performance/ Performans Beyani

Essential characteristics

Temel Karakteristikler

Performance

Performans

Harmonized Technical
Specification

Uvumlastiriimis Teknik Sartname

Mechanical resistance

Mekanik direng

B« :36,8 Nm*m
B, :19,3 Nm?’m
S, :3306 N/m

Mp :29,7 Nm/m

External fire performance
Harici Yangin Performansi

EN 13501-5

Broof (t2)

Resistance to fire
Yangina Dayanim

EN 13501-2

NPD

Reaction to fire
Yangina Karsi Tepki
EN 13501-1

B-s1,d0

Water/air permeability

Su/Hava Gegirgenligi

NPD

Dimensional tolerances

Boyutsal toleranslar

Thickness : 0,50 mm

Length  :-0/+12 for length
up to 3000 -0/+%0,40 for length

EN 16153:2013+A1:2015




greater 3000
Width 1-2/+6 mm

Water vapour permeability
Su buhari gegirgenligi
EN ISO 12572.

3,8.10° mg/m h.Pa

Release of dangerous substances

Tehlikeli madde salinimi

Impact resistance

Darbe direnci NPD
EN ISO 6603-1
Direct airborne sound insulation
R=15 (0;-2) dB
Havadaki ses yalitimi
Thermal transmittance
3,04 W/m*.K
Isil gegirgenlik
Radiation properties
-light transmittance 75
-total solar energy transmittance 71
Durability — variation of yellowness
index and light transmittance
NPD
Sarilik indeksi ve isik gegirgenligi varyasyon
Durability — variation of deformation
behaviour
NPD

Dayanim- deformasyon davranisinin
degisimi

EN 16153:2013+A1:2015

*http://ec.europa.eu/enterprise/construction/cpd-ds/

10. The performance of the product identified in points 1 and 2 is in conformity with the declared
performance in point 9. This declaration of performance is issued under the sole responsibility of the
manufacturer identified in point 4. / Bu ekin 1 inci ve 2 nci maddelerinde tanimlanan malzemenin
performansi, bu ekin 9 uncu maddesinde beyan edilen performansa uygundur. Bu performans beyani sadece bu
ekin 4 iincii maddesinde tanimlanan imaldtginin sorumlulugunda olmak tizere hazirlanmistir




Signed for and on behalf of the manufacturer by

imalatgi / imalatgi adina imzalayan
Name And Function - [sim Ve Gérevi
Place And Date Of Issue - Diizenlenen Yer Ve Tarih

Signature — Imza

: Senay Iskender

:01.04.2020

/ R&D Project Engineer




